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A STATEMENT OF POLICY CONCERNING THE SERVICE OF KITS |

In the event the kit does not operate prop—
erly after assembly, please write us giving
full details. Include the model, serial num-—
ber, date of purchase and the name of the
dealer from whom the kit was purchased. We
may be able to determine any wiring error,
or faulty component, from the details you
give us in your letter.

Your wired kit may be returned to the fac-
tory for service or inspection at any time.
Our usual service charges will apply. Trans-
portation charges, both ways, should be pre-

paid by you. Parts within the warranty will
be replaced without charge, however, a charge
will be made for any component damaged by a
wiring error, or carelessness on the part of
the constructor.

Kits wired with acid core solder, or solder
paste, or flux are not eligible for repair
or service and shall be returmned unrepaired
or serviced, at your expense, immediately.
A1l warranties are mull and void on any kit
on which acid core, or solder paste or flux,
has been used.

FIECTRICAL SPECIFICATIONS |

POWER INPUT: 300 watts DC, 420 watts P.E.P.,

TUBE COMPLEMENT
SSB or DSB CIASS B Linear. 200 watts AM CIASS :

B. 300 watts CW CLASS C. Quantity| Tube Function
OUTPUT: Coaxial into 30-150 ohm antenna, 80 4 FI38 |Grounded gri ifi
. grid R.F. amplifiers
through 10 meters. Link coupled (52 ohms) 1 5RAGY | Hi, ifi
through coaxial connector on 6 meters. SR Ak

DRIVE REQUIREMENTS: 7 to 15 watts peak from
low impedance (52 ohms) source.

POWFR REQUIREMENTS: 115 volts A.C. 50/60 cy-
cles (Power Consumption 60 watts standby, 350
watts at 210 watts input, 100 watts with B+on,
no excitation applied).

BAND COVERAGE: 80 through 6 meters with gen-
erous overlap between the 80 through 10 meter
bands.
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