
Marshall Funkey W6BMK
40 4 A lvord Street
R idgecrest CA 93555

2 kW from Heath
The first amateur kilowatt transmitt er I

ever saw was 6 ft tall and weighe d over
a quarter of a ton . Th e SB·220 is 8 in. high
and weighs less tha n 50 lb . The first
kilowatt rig I ever built , around 1947 , was

, 5 ft across and took fou r of us to lift onto
th e operat ing table. Th e 5B-220 is only 15
in. wide and can be carried under one arm.
We've gone a long way, guys, to get where
we are to day .

In th e last few years, I' ve loo ked over all
th e popular linear amplifiers on the market
and have wished many times that one was
sitt ing on my desk. Until recently they
were all ou t of reac h; shoes and food fo r
my five have firs t priority . I even mad e

~ plan s to build my ow n, bu t getting parts
and findi ng time to build crossed that idea
off my list . Then I saw t he Heat hk it linear
and couldn 't resist.

It took the truck lines over two weeks
to get the SB-220 kit from Michigan to my
location out here in the Mojave Desert in
California. All th is t ime they did their bes t
to bu st up the two cartons. They didn't get
the job do ne , due to good Heath packing .

It sure was a happy day whe n my kit
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arrived . I canceled all plans for t he week­
end an d spent th~ evening che cking the
part s list.

Th e electrical design follows wha t has
almost becom e an amateur sta ndard :
broadband inpu t , ground ed grid, and pi­
tu ned out put. You can get all th e specifica­
tions and other goo d information from the
Heathkit advertise ments.

Th e mechan ical design of th is kit has
been well plann ed . To get the power
supply (which tak es up one-thir d of the
space) and th e rf section in one little
cabine t too k a lot of caref ul planning. But
they did it.

The assembly ma nual lives up to th e
Heath kit reput ation of being th e best in
the business. One section in the manual
that is very helpful consists of chassis
photographs. I only wish a person could
get real glossy prin ts so the details cou ld be
seen much cleare r.

Safety is not left ou t. This high volt age
could prove fatal. Not only do they pro ­
vide a warn ing decal , but they designed an
automat ic discha rge inte rlock tha t operates
when th e inside top panel is removed .
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Band s: 80 , 40 , 20, 10m
Driv ing power : 100W
Duty cy cle : Cont inuous
3rd o rder di stortion: -30 dB
Outpu t im pedance: 50-75[2 un bal.
Power requi red : 120 V at 20A or

240 V at lOA , 50-60Hz
Cab inet size: 14 7/8 x 8 1/4 x 14 1/2 in .
Net weight : 47 Ibs.
Heat h Mod el Numbe r : 5B-220

Basic specifications

Construction was started on a folding
card table and was all the space need ed .
Three muffin pans and a couple of cigar
boxes, ·plus th e packing boxes the kit came
in held all the parts for easy accessibi lity.
All the chassis photographs were removed
fro m the man ual an d hung up for easy and
qu ick re feren ce. This helps in under­
standing the layout and det ail drawings. No
special tools are needed ; I did use a
pencil-ty pe soldering iro n with a small and
large ti p.

CarefuIly following the ste p-by -ste p as­
sembly sectio n of the man ual, it took just
under 20 hours to complete . Along wit h
coffee and rest bre aks, the weekend went
by very fast. The " test and final assembly "
sect ion took ano ther three hours. I ran into
a few problem s and mad e a list of things I
would do different ly next time. I had a
chance to use this list whe n a doctor friend
of mine asked me to put his together . It
sure helped. I gave this list to a retired
friend, and it saved him time and tro uble
the first time. (The list is available on
receipt of SASE.)

Now came the problem th at man y of us
have. and one of th e reasons ma ny ama­
teurs feel a linear of this size is out of th e
question : ac power. The 58 -220 will work
on 120V. but requi res a maximum of 20A.
This is the most a 12-gage wired circuit can
han dle. What could be done is to opera te
the linear on one house circ uit an d bring an
extension cord in from another house
circuit to run the rest of the station. I live
in a rented ho use, and th is is what I did at
first. I lat er ran a special ex tensio n cord to
th e clo thes dryer outlet in t he kitc hen and
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picked up my 240V fro m there . We don 't use
a dryer here in the desert , so th is made a
good so urce of power. Keeping the cord
out of the way req uired a few holes in the
walls. Maybe an article on ac house wiring
for amateurs wou ld be a goo d thing to
write abo ut next.

We moved to a new house since con­
structing th e 58-220 , and this time we had
to wire in a new 240V line to the operati ng
position . That cos t over 4 0 bucks just in
materia ls. The 58-220 runs best on 24 0V,
and you fe llows that have it in your shack
or can have it wired in have no problem. If
you wire it yourself , make sure the local
electrical code is followe d to th e letter , for
your own protection . My 80 an d 40 meter
invert ed-V antennas worked fine on low
power ; but for th is high power. I added
insu lators at th e ends where the high
voltage cou ld cause trouble . This proved to
be a good mo ve, an d it didn 't change the
loading a bit. The loa ding control knob on
the 5B·220 seems to be very broad , no
matter which ant en na is being used . Guess
I' ll have to get a Heath sco pe to make my
tuni ng mor e p recise. The only real trouble
I've had in using th e linear has been of my
own making. I someti mes forget to change
the bandswitch when I go fro m band to
band. This hasn 't hurt th e linear, bu t it
sure makes the output met er poin ter. swing
wild.

I enjoy working barefoot, bu t the re
come ti mes du ring net operations or run­
ning a pho ne patch that a linea r makes
operat ing pur e pleasure . I don't go loo king
for DX, but when a distant st at ion answers
the first ti me, man th at's living! I've had no
tro uble ru nn ing it on reduced power for
RTTY 15- 20 minutes at a time - this
beats their specs by 100%.

The only dislikes that I have are purely
persona l. To ship th e SB-220. it must be
packed in a special shipping box. The other
is the size ; in th is area , it doesn't match th e
other 5B piece s of equipment.

All in all, this unit is a wonderful buy,
at 17 th cents a watt! Heath sells many of
these kits. Buy yours now, before th e price
of materials make th e kit price go up. I like
my 5B·220 - I'm sure yo u' ll like yo urs .

. . .W6BMK-
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Turn on your Benton Harbor maxi-rig!
Heathkit® SB-220
Business end of th e Ma xi-R ig ! Giv es you r signal the
a ut hori ty it takes to pu nch throug h tho se pi le-ups (o r
sta rt o ne yo urself) . A nd ke eps yo u opera ting u nde r co n­
dit ions that drive the o the r guys QRT.
A pa ir of co nservatively rated Eimac 3~500Z's provi de
up to 2000 watts PEP SSB in p ut . . 1000 wa tts o n CW
and RTTY. Requir es o nly 100 wa tt s PEP drive. Pret uned
broad band p i-inp ut coi ls deliver maximu m efficiency an d
low dis to rtion on the 80- 10 meter bands.
T he bu ilt-in soli d -stat e power su pply can be wired fo r
eith er 120 or 240 VAC and switched back agai n in min ­
utes if yo ur po wer requir eme nts cha nge. Circuit breakers
pro vide ad ded pr o tect io n and el imina te costl y fuse cha ng­
ing. A nd fo r cooler o peration an d extended tu be life,
idling pla te curren t is redu ced by Zener diod e regu­
la ted bias .
Th e layout of the new "220" is designed for fast, h igh
volum e a ir flow wit h a husk y, quiet fa n in the PA com­
pa rt men t do ing the jo b. Result : the " 220" act uall y r uns
coo ler th an most exciters.
Ot her fea tures include two front pa nel meters for con ­
tinuo us mo nitoring o f Ip plus switch-selected monitoring
of ReI. Pwr., Ep & Ig .. . ALe outpu t to red uce o ver -
dri ving and disto r tion sa fety inte rloc ked co ver
easy I S-hour as sembly a nd ha nds ome Heat hkit SB-Series
sty ling.

T ired of stumbling barefoo t th ro ugh th e QRM ? Order
th e shoes for yo ur Maxi-Ri g no w . . . th e new " 220" ..
ano the r ho t one fro m the Ha ms at Hea th.

• Full 2 kW PEP input on SSB ... 1 kW on CW and
RTTY • Boardband pi-input on 80 through 10 meters
• Two Eimac 3-500Z tubes • 120 or 240 VAC wir i ng

options . Zener diode regulated operating bi as for
reduced idling plate current, longer tube life , cooler
operation. Double shielded t o reduce stray radiation
_ Solid-state power supply _ Two front panel meters

for continuous monitoring of plate c urrent , plus
switch selected monitoring of ReI. Pwr ., plate high
voltage and grid current _ Quiet, high volume f an for
cool running _ ALC output. Easy 15 hour assembly.

Kit 5B-220, 55 .lb s $349.95*

SB_220 SPECIFICATIONS - Band cove rage: 80, 40, 20, 15 a nd 10
mete r a ma teur bond, . Driving power required : 100 wa tts. Maximum
power inpu l: SS8, 2000 watt, P.E.P. CW , 1000 wa tts. RTTY, 1000 wa lt, .
DUly cycle: SSB, Cont inuou, voice modula tian. CW, Continuous (maxi.
mum key.d own 10 minute 'J . RTTY, 50% (ma ximum transmit t ime 10
minute, ). Third order didortion: - 30 dB or bette r. Inpu t impedance :
52 ohm unba lan ced. Ou tpul impedance: 50 ohm to 75 ohm unbalan ced;
SWR 2:1 or less. Front panel conlrol$: Tune, Loa d, Bond, Sensit i~ ity,

Meter , witch, Power CW/Tune - SSB, Plate mete r, Multi·meter {Grid
mA, R e l ot i~e Power, and High Volta geJ. Rear Panel : Line cord , Circuit
brea ker< (two 10 A). Antenna Rela y (phonal, ALe [p~ono ], RF Input
(SO.239 ). G round po ,t. RF output (SO-239J. Tube$; Two Eimoc 3-5001 .
Pow er required: 120 VAC, 50/ 61) cycles, ot 20 a mpe re, max imum.
240 VAC, 50/ 60 cycles ot 10 amp ere' . Cabinet she : l(Vs" W x 8:-4:" H
x 14).4" D. Net weight: 43 Ib,.
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Describes these and
over 300 other Heath­
kits. Save up to 50%
by building them your­
self. Use coupon and
send fo r your FREE
copy!


