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The P&H SPITFIRE was designed as a compact Portable or
Mobile RF Linear amplifier capable of operating at 1000 Watts

PEP input on SSB. Many new features are incorporated for
extreme ease of operation and compatability with the many
transceivers now on the market.

The SPITFIRE uses six inexpensive type 12JB6 tubes in hi-mu
triode connected grounded grid r:ir::uitri,'. A pad across the
input circuit presents a more constant load impedance to the
exciter. The pi network features pre-set antenna loading for
each band, 80 thru 10 meters, permitting simplified tune-up
of the amplifier.

Voice control actuated relay switching functions are built-in
to connect the exciter to the amplifier input and the amplifier
output to the antenna when transmitting and to connect the
antenna back to the exciter or transceiver when receiving.
This eliminates the need for two coaxial relays normally
required when a transceiver is used with an amplifier.

MODEL PS-1000B
DC POWER SUPPLY

T lly designed to power the
Spitfire for Mobile operation.

Input: 12 V.D,C. Neg. Gnd. -
Output: 1000 V.D.C. 1 Amp. Peak
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LA-500M Spitfire

ALL BAND LINEAR AMPLIFIER
A KILOWATT — MOBILE or FIXED

An aircraft type post light is used for meter illumination and
as a pilot light. An 1/8" thick aluminum support plate for the
tubes serves as a heat sink, keeping the tube base seal
temperatures low. The unusual type construction of the
SPITFIRE permits [ree air convection cooling of all compon-
ents without the need for a cooling fan. Amplifier blas is
provided by a zener diode in the DC cathode path.

INPUT and OUTPUT Impedance: 50 Ohms.
FREQUENCY COVERAGE: 80, 75, 40, 20, 15, 10 Meters.
PLATE POWER INPUT: 1000 Waits PEP SSB.

POWER REQUIREMENTS: Fil- 13 VDC or 12.6 VAC
Plate- 900-1200 VDC at 1 Amp. Peak.
(500 Ma. Average)

Dimensions: 14 7/8" x 3 1/8" x 11 3/4"
CABINET AND CARRY HANDLE CHROME PLATED.
Shipping Weight: 12 lbs,
MODEL LA-500M Linear Amplifier

MODEL PS- 1000
AC POWER SUPPLY
o rﬁ-.ﬁmhm or fixed operation.

Input: 117 V.A.C. |
nﬁtut;-. 1000 V.D.C. 1 Amp. Peak




KILOWATT MOBILE (Or Fixed)

P;l SP“-"“'E———%" LINEAR AMPLIFIER

1000 WATTS PEP POWER INPUT — 10 THRU 80 METERS. SINGLE KNOB TUNING —
PRESET 50-70 OHM LOADING. SIX 12JB6s IN GROUNDED GRID — LOW TUBE
REPLACEMENT COST. BUILT IN ANTENNA SWITCHING TO TRANSCEIVER (LIKE P&H
AR-1). CHROME PLATED CABINET 3” x 12” x 15” — TOTAL WEIGHT ONLY 15 LBS.
ILLUMINATED METER — MEASURES PLATE INPUT, RF OUTPUT. EASILY DRIVEN WITH
MOST PRESENT DAY EXCITERS/TRANSCEIVERS. REQUIRES 900-1200 VDC AT 500
MA AVERAGE — 1 AMP PEAK. PUTS YOUR MOBILE SIGNAL ON A PAR WITH FIXED

STATIONS. AVAILABLE NOW THRU YOUR DISTRIBUTOR.
MODEL LA-500M LINEAR AMPLIFIER. .. ..., .. $189.95
MODEL PS-1000 POWER SUPPLY FOR 115 VAC OPERATION. ...$119.95
MODEL PS-1000B POWER SUPPLY FOR 12VDC OPERATION.. .. .. $179.95
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