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Cuadro de texto
READ THIS MANUAL BEFORE USING THIS EQUIPMENT


Radio Kontrol Station RKS, is a PTT and sound control for two devices with the same
microphone pins. It has a 3.2"” touch screen.

A simple way to control the audio output of each device by choosing radio A on the
speaker or radio B on the headphones, being able to change with just a press of a

key on the touch screen.

Switching between PTT devices is no longer a problem, with a single microphone on the
station and a single foot PTT, you can switch devices to transmit with just a touch of the
touch screen. It has a four-call caller input to connect with a cable.

RCA directly.
Your Callsign.

The names that you can modify with the equipment software.

Brightness adjustment bar.
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RADIO KONTROL STATION USER MANUAL

1- RADIO A

2- RADIO B

3- YOUR SIGNAL

4- UTC TIME

5- CHANGE FROM SPEAKER TO HEADPHONES
6- SCREEN CHANGE

7- BRIGHTNESS REGULATION

Temperatura
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RADIO KONTROL STATION USER MANUAL
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IN RADIO B

. 12vdc/1A input

GND

. Usb programming input
. Microphone input

.PTT input (Jack 6.3)

. Caller input (sold separately)
. Speaker output

. Radio sound input B

. Radio sound input A

10. Headphone output

11. Team B entrance

12. Team A entrance
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RADIO KONTROL STATION USER MANUAL

9 KL3 Programador

P rogramm in g PROGRAMADOR DE DISPOSITIVOS KL3

Conexi6n con el dispositivo

COM14
PUERTO SERIE |COMI4 =
COM10 oy | CONECTAR
Configuracién general del dispositivo

nolcatvo [ ]

Configuraci6n de temperaturas

TEMP. ACTIVACION [— |oc HISTERESIS [~ | oC

SRR

| 1.Switching the RKS on
A\ 2. Disconnection of display cable (A). y.

3. Connect the confing pin (B). <«
4. Connect USB cable to the computer port.
5. Open the KL73.exe program
6. Find a port
7. Fill in the details...
* Indicative

A

* Hour
Radio Left
Right Radio
8. Press write until the green bar reaches the end
9. Disconnect the Config Pin (B)
10. Connect the screen
11. Disconnect the USB cable
12. Restart

Configuraci6n de antenas

ANTENA1 ANTENAS
ANTENA 2 ANTENA S
ANTENA 3 ANTENAT
ANTENA 4 ANTENA 8

Configuracion de radies
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RADIO KONTROL STATION USER MANUAL

Pin to switch from stereo to mono
- For headphones put the pin
- To use the headphone output as a

speaker remove the pin.

ONLY IN CASE OF USING THE CALLER Pinned to

use the caller on radios A and b:

For the ic-7700;7300;9700;7610 equipment the pin connected to 1 and 2 For

the ic-7600 equipment the pin connected between 2 and 3

Warning
Radio Kontrol Station, may be affected by high radio frequencies.




LEGAL NOTICE

The information contained in this manual is intended for the user only
and is not intended to replace information contained in customer
regulations, technical manuals/documents, position manuals or other
official publications. The copy of this manual provided to the customer
will not be updated to reflect current data.

Customers using this manual should report any errors or omissions,
recommendations for improvements, or other comments to KL73.ES at
klI73@kl73es. Phone: 655-827-695

Business hours: Monday to Friday 9 a.m. to 2:30 p.m.
LIMITED WARRANTY

KI73 warrants to the original purchaser that this product will be free from
defects in material or workmanship for one year from the date of original
purchase.

1 year from the date of original purchase. During the warranty
period, KI73 (or an authorized KI73 service center) will

will provide, free of charge, the parts and labor necessary to
correct defects in material or workmanship.

To obtain such warranty service, the original purchaser must

1. 1. Notify kI73 or your nearest authorized technical service as
soon as possible after discovering a possible defect,

of:
a. The model number and serial number, if applicable:
b. The identity of the seller and the approximate date of purchase;

c. A detailed description of the problem, including details about the
equipment.

2. 2. Deliver the product to KI73 or the nearest authorized
technical service, or send it in its original or equivalent
container, fully insured and with shipping costs paid in advance.




Correct maintenance, repair and use are important to obtain proper
performance from this product. Therefore, please read carefully

the instruction manual. This warranty does not apply to any defect that
kl73 determines is due to:

1. 1. Improper maintenance or repair, including the installation of
parts or accessories that do not conform to the quality and
specifications of the original parts.

2. Misuse, abuse, neglect or improper installation.
3. accidental or intentional.

All implied warranties, if any, terminate one (1) year
from the date of original purchase..

The foregoing constitutes the entire obligations of KI73 with respect to
this product, and the original purchaser and any user or owner shall not
be entitled to any claim for incidental or consequential damages.

The original purchaser and any user or owner shall not be entitled
to any claim for incidental or consequential damages. Some states
do not allow limitations

on the duration of an implied warranty or do not allow the exclusion or
limitation of incidental or consequential damages, so

The above limitation and exclusion may not apply to you.
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