
 
 

 
TU-8PX Tone Encoder 

 
If you missed out on the tone encoder when you 
bought your TS-140 or TS-680, now it is possible to 
get that feature! The PIEXX TU-8PX is an exact 
functional and physical replacement for the original. 
Just plug it in and go. 



 
Tone Dip Switch Settings 

       Tone  SW1     SW2     SW3    SW4    SW5    SW6 
    Tone Off      0       0        0          0       0       0 

                             67.0 Hz       1       0        0          0       0       0 
     71.9 Hz       0       1        0          0       0       0 

 74.4 Hz   1   1    0    0   0   0 
 77.0 Hz   0   0    1    0   0   0 
 79.7 Hz   1   0    1    0   0   0   
 82.5 Hz   0   1    1    0   0   0 
 85.4 Hz   1   1    1    0   0   0 
 88.5 Hz  0   0    0    1   0   0 
 91.5 Hz  1   0    0    1   0   0 
 94.8 Hz  0   1    0    1   0   0 
 97.4 Hz  1   1    0    1   0   0 
100.0 Hz  0   0    1    1   0   0 
103.5 Hz  1   0    1    1   0   0 
107.2 Hz  0   1    1    1   0   0 
110.9 Hz  1   1    1    1   0   0 
114.8 Hz  0   0    0    0   1   0 
118.8 Hz  1   0    0    0   1   0 
123.0 Hz  0   1    0    0   1   0 
127.3 Hz  1   1    0    0   1   0 
131.8 Hz  0   0    1    0   1   0 

   Tone  SW1     SW2     SW3    SW4    SW5    SW6 
136.5 Hz  1   0    1   0   1   0 
141.3 Hz  0   1    1   0   1   0 
146.2 Hz  1   1    1   0   1   0 
151.4 Hz  0   0    0   1   1   0 
156.7 Hz  1   0    0   1   1   0 
162.2 Hz  0   1    0   1   1   0 
167.9 Hz  1   1    0   1   1   0 
173.8 Hz  0   0    1   1   1   0 
179.9 Hz  1   0    1   1   1   0 
186.2 Hz  0   1    1   1   1   0 
192.8 Hz  1   1    1   1   1   0 
203.5 Hz  0   0    0   0   0   1 
210.7 Hz  1   0    0   0   0   1 
218.1 Hz  0   1    0   0   0   1 
225.7 Hz  1   1    0   0   0   1 
233.6 Hz  0   0    1   0   0   1 
241.8 Hz  1   0    1   0   0   1 
250.3 Hz  0   1    1   0   0   1 
 69.3 Hz  1   1    1   0   0   1 
206.5 Hz  0   0    0   1   0   1 
150.0 Hz  1   0    0   1   0   1 

    100.0 Hz      0       1        0       1       0       1 
   Tone  SW1     SW2     SW3    SW4    SW5    SW6 
 

 A 1 in the table indicates that the switch is in the ON position. 


