IC-M600 LSB AND TX/RX MODIFICATIONS LT 7/13/92

TO ACCESS THE LSB MODE:
1. Turn IC-M600 off by pushing BOTH power [POW] buttons.

2. Enter the "SET-UP-MODE" by pushing and holding the [MODE] E
and then pushing the [POW] button. Release the [MODE] and 3o
[POW] buttons after the LCD comes on. aﬁﬁ
-NOTE- The IC-M600 should now display one of the three - 0‘2:§E
- modes: "H3E", "R3E" or "J3E" located in the upper - 319'U3
- right hand corner of the LCD. Also, the letters - £ %‘-q
- "RCV" and a reverse displayed "TX" should be = o 3m
- displayed in the upper left hand corner of the LCD.- a2
- The rest of the LCD will be blank. - ®
3. Use the [MODE] button to select "LSB". §

4. Push [RX] to enable both "RCV" and the reverse displayed
"TX" in the upper left hand corner of the LCD. (this step
enables both receive and transmit)

5. Turn power off to memorize the LSB mode and to exit the
"SET-UP-MODE" by holding both [POW] buttons.

6. Push [POW] power to turn IC-M600 back on.

7. Select "LSB" with [MODE] button.

8. Push [TUNE] button to tune radio.

9. The IC-M600 is now ready to receive and transmit LSB.

TO ALLOW CONTINUOUS TRANSMIT COVERAGE FROM 2 TO 26.999 MH=z. (“’ﬁ”‘ Zos-ot)

1. Remove D8 and D15 EﬁiEha Logic unit. 4w
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