RACHINAXY (AND MOBIE RADIOS

PLL/ SYntheS|zeo‘g‘
Completely Water-Proofed
Handheld Radio

KC458HWP/MWP

® Microprocessor controlled PLL-
Synthesizer circuitry

®m Ruggedized all aluminum/diecast
construction, completely waterproof
and submersible housing

B 16-channels operation

® CTCSS tones built-in. Individually
programmable for Encode/Decode
tones on each channel

® Pre-programmable time-out-timer

m All controls on the top for easier operations

® Scanning channels

m Optional modules for ANI, Multi-Tone
Selcall (CCIR, ZWEI, EEA, EIA, MODAT)
DTMF encoder/decoder, burst tone encoder
and encryption modules.

m Full line of accessory items

T
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et KC458HWP/MWP

Standard Specifications

Model Model
KC458MWP KC458HWP

General Frequency Range (MHz) 66-88 138-174

Number of channel 16 16

Communication System CPU controlled PLL/Synthesizer

Channel Spacing (KHz) 12.5/25 12.5/25

Bandwidth 5MHz 10MHz

Battery Life 9 hrs. on 10-10-80 duty cycle Std-by at low power

Power Supply 10.8V Nicad Pack

Dimension (mm.) 80(W)X55(T)x205(H)

Weight Approx. 980 grams with Antenna & Nicad pack.
Transmitter RF Output Power 2W/0.5W (or 2W/1W) 5W/1W

Frequency Stability +0.0005% from —30°C to +60°C

Spurious Harmonics 50dB 60dB

FM Noise 35dB at 1KHz 60% modulation

Audio Distortion Less than 10% at 1KHz 60% modulation
Receiver Receiving System Double Conversion Superheterodvne

Frequency Stability +0.001% from —30°C to + 60°C

Sensitivity 0.354V at 12dB Sinad

Selectivity 60dB 70dB

Spurious & Image 60dB 70dB

Intermodulation 60dB 65dB

Audio Output 500mW to speaker at less than 10% distortion

Specifications subject to change without a notice.
* Tests to prove protection against ingress of water made at 1 meter depth for 30 minutes.

Accessories

HMS-8
Remote mike-speaker
for Mobile/Portable

BC-125
Desk top charger

NP-18
Long life 800 maH
Nicad battery pack

radios
VOX-100
MC-4 Voice-activated
Wall mount Multi-Charger. operations for hands-
Four units drop in operation free portable and
mobile radio

RA-12
Rubber duckie
flexible antenna

communications

FP-1

CPU Programmer

for Frequency/CTCSS
tone programming

P.0.Box 1949 Cottonwood, Arizona 86326, U.S.A.
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MP-25-VS*

MP-25-AD(OD)

MP-25-AD(GC)

MP-25-AW

MP-25-MW 1

MP-25-BL

MP-25-S2

000043

980017

— RACHTINA
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MP-25-BP(NCE)

MP-25-BP(LAE)

MILITARY PRODUCTS PRICE LIST #99.01
EFFECTIVE 1 MARCH 1999
EXPIRES 28 FEBRUARY 2000

MP-25 TRANSCEIVER
PART NO. DESCRIPTION
MP-25(E) HF/SSB MANPACK TRANSCEIVER.......cocuuuussnisnsnesssssssssssssssesssssssissssssssssnss

WITHOUT BATTERY PACK, ANTENNA, HANDSET, CARRYING BAG OR
OTHER ACCESSORIES.

VOICE ENCRYPTION OPTION FOR MP-25 TRANSCEIVER.............cccceuenee
INTERNAL VOICE SCRAMBLER MODULE, PROVIDES HIGH PRIVACY
LEVELS USING REAL-TIME AUDIO FREQUENCY SHIFTING UNDER FULL
DIGITAL CONTROL. 2,048 DISTINCT PRIVACY CODES ARE AVAILABLE
THROUGH INTERNAL PROGRAMMING. PRICE INCLUDES INSTALLATION
AND SUBSTITUTION OF MP-25 TRANSCEIVER’S STANDARD 1.9 kHz USB
AND LSB FILTERS WITH SPECIAL 3.5 kHz WIDE FILTERS.

MP-25 BATTERY PACKS

NECAD BATTERY PAGIK ool i dosihasiin s sonessios o seipisiigamsassscssmisscin
12 VDC, 7 AH. INCLUDES BATTERY BOX AND RECHARGEABLE NI-CAD
BATTERIES.

SEALED LEAD ACID BATTERY PACK........ccccoiimniiicinininesinesncstesneseesneenne
12 VDC, 6 AH. INCLUDES BATTERY BOX AND RECHARGEABLE SEALED
LEAD ACID BATTERIES.

MP-25 ANTENNAS AND ANTENNA ACCESSORIES

DIPQEE ANTENNA: . i il i v s toron e st datidven osl
INCLUDES OLIVE DRAB COLOR CARRYING BAG.

DIPOLE ANTENNA: - it i A i i s
INCLUDES GREEN CAMOUFLAGE PATTERN CARRYING BAG.

FOLDINGWHIP ANTENNA: ... vttt nsessimeossiasitintassnmasstinnes
FOR PORTABLE OPERATION WITH MP-25 TRANSCEIVER. FITS INTO
TRANSCEIVER CARRYING BAG WHEN FOLDED. INCLUDES
ADJUSTABLE MOUNTING BASE AND QUICK-RELEASE CONNECTOR.

MOBHEWRIEANIENNA . 0 ool e g el ais oo
STAINLESS STEEL, 9 FT., WITHOUT MOUNTING BASE (ORDER MP-25-BL
BALL MOUNT SEPARATELY).

BALL MOUN T e s s e o G e v tee s fotdeab o nithogsove
FOR USE WITH MP-25-MW11 MOBILE WHIP ANTENNA.

SPRING :HEAVY DUTY. i n i s e s i ar e s Sl
FOR USE WITH MP-25-MW1 AND MP-25-BL

RG58/AU COAXIAL CABLE..........ccccevuiiiiiinieniiisenaesnensinse s sasessssessssnsanens
SOLD BY METER. WEIGHT SHOWN IS FOR 1000 FT. SPOOL (305 METERS)

MOBILE ANTENNA LEAD..........cccecteiuiniirinininennensneneiseiiessaessessasssnsnssssssnesaees
5 METERS HIGH VOLTAGE CABLE WITH MALE BNC CONNECTOR.

LBS/KG PRICE

11.3/5.1 3,990.00
N/A 1,950.00
6.8/3.1 625.00
7.0/3.15 300.00
2.91.3 230.00
2913 230.00
1.0/.45 160.00
2.0/.9 46.00
1.4/.6 39.00
1.9/.85 39.00
19.0/8.5 1.50

4.0/1.8 40.00
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MP-25 POWER SUPPLIES AND BATTERY CHARGERS

PART NO. DESCRIPTION LBS/KG PRICE

MP-25-PSC(E) FOWERSUPPLY/CHARBER. /7 0 ol o o 8.4/3.8 685.00
CHARGES UP TO 2 BATTERY PACKS SIMULTANEOUSLY (ONE ATTACHED
TO RADIO AND ONE UNATTACHED) AND ALSO ALLOWS MP-25
TRANSCEIVER TO OPERATE FROM A.C. POWER. SWITCHABLE TO ALLOW
OPERATION FROM 115 TO 230 V.A.C. INCLUDES BUILT-IN SPEAKER TO
SUPPLEMENT THE TRANSCEIVER'S SMALLER INTERNAL SPEAKER.

MP-25-HG HANDGEANIEGENERATOR. oo et o PRICE ON REQUEST

MP-

MP-25-MC* MEBOREONE a0 e s i s 0.98/.44 130.00
NOISE CANCELING, MILITARY TYPE M-80/U

MP-25-HS2 MENDSET oo i g s e e 1.23/.55 140.00
DYNAMIC, MILITARY TYPE H189/GR

MP-25-HP1* HEADPHONES i thsi i o s 1.54/.69 100.00
MILITARY TYPE H140/BU

MP-25 MISCELLANEOUS ACCESSORIES

MP-25-CB(OD) - TRANSCEIVERCARBYINGBAG ... vt bt i 1.4/.63 180.00
NYLON, OLIVE DRAB COLOR.

MP-25-CB(GC)  TRANSCEIVER CARRYING BAG..................oovvveeoeereemssmsssssssesesessssnsessssseseeeees 1.4/.63 190.00
NYLON, GREEN CAMOUFLAGE PATTERN.

MP-25-CB(I0) TRANSCEINER CARRYING BRG. ..ot i i 1.4/.63 190.00
NYLON, INTERNATIONAL ORANGE COLOR.

MP-25-CW TELBGEARHKEY o e s 1.2/.54 190.00
WITH LEG STRAP

MP-25-MB TRANSCEIVER MOBILE MOUNTING BRACKET...........coovveveeessseeeeerersssesseennns 1.5.72 60.00

828012 MP-25 OPERATING AND MAINTENANCE MANUAL..............cccocorerrereeersrrreeens 0.95/.43 60.00

980013 EXTENDERBOMIDKIT. e 0.46/.21 115.00
FOR MP-25 TRANSCEIVER

980014 MOBILE DEPOWERCORD. (i b i o e 0.8/.36 125.00
FOR OPERATING MP-25 TRANSCEIVER FROM 12VDC POWER SOURCE.

MP-25 SPARE PARTS

1000.029-4 DEPOT LEVEL SPARE PARTS KlT........commssssesssieessssssmssossessseeeessssnmsssone 10.0/4.5 9,210.89
FOR MP-25 TRANSCEIVER

1000.032-2 DEPOT LEVEL SPARE PARTS KIT........cooorrerroorvveeeeeseseaessssesseseseeesesssessesssesens N/A 933.14
FOR MP-25 POWER SUPPLY/CHARGER AND
MP-25-CH MULTI-UNIT BATTERY CHARGER.

1000.034 ORGANIZATIONAL SPARES KIT, ool it sbisvesisi st bisshcsivtesisiiinsns 2.8/1.26 2,700.00

FOR MP-25 TRANSCEIVER. CONTAINS ONE EACH OF PC101,
PC201, PC301, PC401, PC501, PC601, PC701, P801 AND
ANTENNA TUNER MODULE.
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PART NO.

990201

990202

990203

990204

990205

990206

990207

990209

990211

KC458MWP

KC-458HWP

BC-125

HMS-8

FP-1

PK-1

KC-458-VS

COMMUNICATIONS, INC.

DESCRIPTION

PCIOLMODULE . et i
RECEIVER, TRANSMITTER MIXER AND IF FUNCTIONS.
ALIGNED AND TESTED.

PE2O MO e i i ety et s e
BFO/CARRIER GENERATOR, RECEIVER, AND TRANSMITTER

AUDIO AND BALANCED MODULATOR FUNCTIONS.

ALIGNED AND TESTED.

PO MO e e i e
TRANSMITTER LINEAR AMPLIFIER.
ALIGNED AND TESTED.

P A MO D B o L lo i riir st chessessaonansiat st et o
BCD TO READOUT CONVERTER. TESTED

RS0 MOBULE . e e
UNIVERSAL DIVIDER. TESTED

PC60TMODULE & a it oot i s rirossovens taossuahonshdsutonstintuarastonnatace
SYNTHESIZER VCO, MASTER OSCILLATOR AND DETECTORS

PEZONMODBUEES = e o i i i e
LED READOUTS AND FREQUENCY SELECTOR SWITCHES. TESTED

PO MODU L B o it i s vns e isv e s
LOW PASS FILTER. MHZ SELECTOR SWITCH. TESTED

ANTENNA TUNERIMODULE.. . i Sl i i iirenne oo sa s s ionassmerussvavesionts

VHF PORTABLE TRANSCEIVER..........coccooiiiiiniiiiinieinnncnrenissteseesnesiensseenes
66-88 MHz, 16 CHANNELS, 2 WATTS HIGH, 0.5 WATT LOW. SUPPLIED
WITH 800 maH NI-CAD BATTERY PACK AND RUBBER WHIP ANTENNA.

VHF PORTABLE TRANSCEIVER..........ccccoviiiiteitiieirecisinie st
138-174 MHz, 16 CHANNELS, 5 WATTS HIGH, 1 WATT LOW. SUPPLIED
WITH 800 maH NI-CAD BATTERY PACK AND RUBBER WHIP ANTENNA.

DESK TOP BATTERY CHARGER..........c.ccceerinitiniinninineieeneneessesenieeesseennns
115/230 VAC (SPECIFY WHEN ORDERING).

SPEAKER/MIG st s i it b cotsconsiinisonasseninagesnennssennesnesharentaostitasssucese
WITH COILED CORD AND CONNECTOR FOR KC458HWP/MWP.

CPUPROGRAMMER.. . .. i i o oo to i santannshonsae se shsaciianars
FOR KC458HWP TRANSCEIVER ONLY. EXTERNAL PROGRAMMER
FOR FREQUENCY/CTCSS TONE PROGRAMMING.

PC PROGRAMMING KIT ... .o oicio it ieienestnssossnssnsasbasinesarats ssvatusoseatantans
FOR KC458MWP TRANSCEIVER ONLY. SOFTWARE FOR IBM
COMPATIBLE COMPUTERS ALLOWS FREQUENCY/CTCSS TONE
PROGRAMMING FROM A PERSONAL COMPUTER.

VOICE ENCRYPTION OPTION FOR KC458HWP/MWP TRANSCEIVERS....
INTERNAL MODULE PROVIDES REAL-TIME VOICE-ENCRYPTION

LBS/KG PRICE

0.68/.31 500.00
0.51/.23 250.00
0.79/.35 350.00
0.28/.13 95.00
0.35/.16 250.00
0.41/.18 400.00
0.35/.16 340.00
0.48/.22 300.00
0.56/.25 250.00
2.0/.9 875.00
2.0/.9 875.00
3.5/1.58 175.00
1.0/.45 75.00
3.5/1.58 850.00
1.0/.45 125.00

N/A 395.00
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