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Thank you very much for purchasing
JRC filters.
The optional filters are available in
the following four types.
CFL-231 (YF455FM): 6dB in bandwidth
of 240Hz or more
CFL-232(YF455DQ) : 6dB in bandwidth
of 0.5-0.8kHz
CFL-233(YF455DE) : 6dB in bandwidth
of 1-1.5kHz
CFL-218A: 6dB in bandwidth
of 1.7-1.9kHz
The type of the filter you have pur-
chssed is indicated on the package.

1. Accessories
Check the components in the package
by following list:
0 Crystal filter «eeeseeremeeemeerm. 1
0 PCB removal lever ceeereeeseraeseens

o Screw, nut, and washer

2. Installation

Before installation, refer to Chapter 9.2
of NRD-525 instruction manual. On the IF
filter unit CFH-36 in NRD-525, one optional
filter (two in total) can be mounted on each
of NARR and AUX position.

If no optional filter is mounted AUX, on
position the bandwidth for AUX is 12kHz
and it provides very good sound quality
when you receive AM signal. Therefore, it
is recommended to mount an optional filter
on NARR position if only one optional filter
is to be mounted.
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Thank you very much for purchasing
JRC filter.
The optional filters are available in the
following five types.
CFL-231(YF445FM) : 6dB in bandwidth
of 240Hz or more
CFL-232(YF455DQ) : 6dB in bandwidth

of 0.5-0.8kHz
CFL-233(YF455DE) : 6dB in bandwidth
of 1-1.5kHz

CFL-218A : 6dB in bandwidth
of 1.7-1.9kHz

CFL-251A : 6dB in bandwidth
of 2.4-3.0kHz

The type of your filter is indicated on
the package.

1. Accessories
Check the components in the package by
following list :
o Crystal fllter seeererrererrereriaiiiiaien.
o PCB removal lever
o Screw, nut, and washer - 2 each
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2. Mounting
o To the NRD-525 Receiver.

The NRD-525 has a provision to incor-
porate two optional filters, ie. at
NARRow and AUX positions.

When no optional filter is mounted,
the bandwidth of AUX is 12 kHz.
Therefore, when you wish to add one
optional filter, a filter suitable for
NARR position is recommended to
mount it.

For the detailed mounting, refer to the
instruction manual for the NRD-525,
clause 9.2.

o To the JST-135 Transceiver
The JST-135 has a provision to incor-
porate two optional filters, i.e. FL5
and FL6.
When mounting the filter(s), the initial
definition, for what mode (SSB or
CW/AFSK) and position (NARR,
INTER or WIDE) to be used, is requir-
ed for the transeiver.
For the detailed mounting, refer to the
instruction manual for the JST-135,
clause 10.2.2.
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CFL-231 455kHz 0.3kHz
CFL-232 455kHz 0.5kHz
CFL-218A 455kHz 1.8kHz
CFL-316 9.455MHz 0.5kHz
CFL-317 9.455MHz 1.8kHz
CFL-318 9.455MHz 2.7kHz

BHEVEFOZEWLE 7 405 - DR %I
WHITFREIN TS,

1. TE&
O74n%—
(51 &3k & 4B (JST-145245 TIHfER L 2 A)
o s

2. BfIESE
21 EEFRE
{E¥% % 859 HHTICPOWER A 4 7 F % OFF|Z
L.FEE,r— 7V EIROTLEE Y,
72, LEO R VIR IST-145245MN OFdH 12
BFEEHALZVEIIICLTLES Y,
VE¥ZERT HI12H72 ) FilOFHEEEL
T3V,
1) #AV%ty bOPIZHEELESBVE K
F—=THERFHLTHLTLES Y,
Tk L LIt LD BTl
KEW. 0T FHBLET L. HLTE
Ko RRIZZ ) 3,
2) IR Y—ORHALIZ, BREMEDS

Thank you for purchasing the JST-145/245 CFL-
xxx filter. There are six available filters, as follows:

center frequency  bandwidth
CFL-231 455kHz 0.3kHz
CFL-232 455kHz 0.5kHz
CFL-218A 455kHz 1.8kHz
CFL-316 9.455MHz 0.5kHz
CFL-317 9.455MHz 1.8kHz
CFL-318 9.455MHz 2.7kHz

The type of filter purchased is indicated on the
packing.

1. Contents
CFilter
[JPCB puller (not used with JST-145/245)
[CJFilter Mounting Manual

2. Installation
2.1 Precautions
Before installing the filter, turn the JST-145/245
POWER switch OFF and disconnect the power
cable.
Unless otherwise required, do not touch any inter-
nal components of the JST-145/245.
Please also note the following:
1) Use sticky tape to prevent any screws drop-
ping inside the set. If you inadvertently drop
anything inside the casing, be sure to remove it

as it may otherwise cause a major failure.

2) When connecting or disconnecting connec-
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