No. 421

‘e PANASONIC

SERVICE MANUAL

MODEL RF-5000A
THE WORLD’S MOST LUXURIOUS PORTABLE RADIO

WITH 11 BANDS AND 30 SOLID STATE DEVICES

MATSUSHITA ELECTRIC INDUSTRIAL CO., LTD. MATSUSHITA ELECTRIC CORPORATION OF AMERICA

Kadoma, Osaka, Japan Pan Americon Bldg., 200 Park Ave., New York, New York 10017



SPECIFICATIONS

Frequency Range: FM 76 ~108Mc/s
LW 150 ~ 400ke/s
MW 525~1605kc/s
SW1 1.6 ~ 4.5Mc/s
SWz2 4.5 ~ 6.5Mc/s
SWa 6.5 ~ 9.0Mc/s
SWs 9.0 ~ 12 Mc/s
SWs 12 ~ 16 Mc/s
SWs 16 ~ 20Mc/s
SW7 20 ~ 25Mc/s
SWe 25 ~ 30Mce/s

Intermediate Frequency : FM  10.7Mc/s
AM  455kc/s
Transistors : 25C429 FM RF Ampilifier

25C469 FM Osclliator
2SC185 FM Mixer

2SC469 FM 1st IF Amplifler
2SC469 FM 2nd IF Ampiifler
2SC469 FM 3rd IF Amplifier
2SC469 FM 4th IF Amplifier
25C185 AM RF Amplifler
2SC185  AM Osciliator
25C184  AM Mixer e
25C183  AM 1st IF Amplifier,
28C183 AM 2nd IF Amplifier
2SB173  AF Pre-Amplifier
2SB345 1st AF Amplifler
2SB345 2nd AF Ampilifier
2SB345  3rd AF Amplifier

%232%2} Output (push-pull)
Dlodes: SC-15 FRVEED
8:;3} FM Ratio Detector

OA90 FM D.AGC
OA90 AM Detector & AGC

181211

) 181513} AmDpace
{EEH} FM Operation Compensator
181211

151211 AM Operation Compensator

OA90 Detector for Tuning Indicator (FM)
Sensltivity : FM 0.5uV for SOMW Output
Lw 70uV/m for 50mW Output
MW  50uV/m for SOmW Output
SW1  20pVv/m for 50mW Output
SW2  10pV for SOmW Output
SWa2  10uV for 50mW Output
SWs  10pV for 50mW Output
SWs  10uV for 50mW Output
. SWe 10uV for 50mW Output
SW7z  10pV for SOmW Output
SWe 10pV for SOmMW Output

Power Output : 1.2W Undistorted
s : 2 W Maximum
Batteries : 9V (slx “D" size flashiight batteries)......Radlo
1.5V (One “D” size flashlight batterles)...... Dial Light
Speakers : 77 %57 Oval PM Dynamic Speaker &
57 PM Dynamic Speaker
Cablnet Dimenslons : 16%4" (Wide) x 113" (High) x 53 ”(Deep)mm
Welght : 22 |b. 14 oz. with batterles & AC Adaptor






