INSTRUCTIONS for No. 90801 EXCITER-TRANSMITTER

l.

The 90801 is a modern, compact, band-
switching, completely metered, general pur-
pose, rack mounted exciter or transmitter
which may be used in the amateur 3.5, 4, 7,
14, 21, 27 and 28 me. bands. Maximum power
input for CW operation is 90 watts and for
amplitude modulated 'phone 6714 watts. The
transmitter is carefully shielded and all leads
leading from the r.f. shielded compartments
are filtered and shielded to prevent r.f, leak-
age through external leads. The transmitter
contains its own r.f. coupling arrangement

GENERAL

to allow proper coupling to any flat 50 to 75
ohm transmission line, The meter and switch
provide a 0 to 30 ma, scale for measuring os-
cillator/multiplier current, a 0 to 20 ma. scale
for reading amplifier screen current, a 0 to 10
ma. scale for reading amplifier grid current,
a 0 to 200 ma. scale for reading amplifier plate
current and a 0 to 1000 volt scale for reading
amplifier plate voltage.

The 90801 consists of a 5763 oscillator or
frl-gguency multiplier and a 6146 r.f, power am-
plifier.

2. POWER REQUIREMENTS

A. C-W

High Voltage
400 volts d.c. at 90 to 150 ma.
to 750 volts d.c. at 90 to 120 ma.

Low Voltage
250 volts d.c. at 26 to 32 ma.
to 300 volts d.c. at 26 to 35 ma.

Heater Voltage
6.3 volts a.c. at 2 amperes,

The MILLEN 90281 High Voltage Power
Supply is ideal for supplying the high voltage
and the heater voltage. The MILLEN 90201
Low Voltage Power Supply is ideal for supply-
ing the low voltage.

B. Unkeyed C-W

No low voltage power supply is required
if the transmitter is never to be keyed. In
this case the low voltage required for the 5762
oscillator-frequency multiplier can be taken
from the high voltage supply through a built-
in series resistor. The total power require-
ments are:

High Voltage
400 volts d.c. at 116 to 182 ma.
to 750 volts d.c. at 116 to 152 ma.
Low Voltage
None

Heater Voltage
6.3 volts a.c. at 2 amperes

The MILLEN 90281 High Voltage Power
Supply can supply all power requirements for
the 90801 when the Exciter-Transmitter is
not keyed.

C. Amplitude Modulation and C-W

High Voltage
400 volts d.c. at 90 to 150 ma.
to 600 volts d.c. at 90 to 113 ma.

Low Voltage
250 volts d.c. at 26 to 32 ma.

Heater Voltage
6.3 volts a.c. at 2 amperes

D. Amplitude Modulation Exclusively

In this case the transmitter will not be
keyed so that no low voltage power supply will
be required.

High Voltage

400 volts d.c. at 116 ma. to 182 ma.
to 600 volts d.c. at 116 to 145 ma,

E. Specifications of the MILLEN 90281 High
Voltage Power Supply

High voltage 500 to 750 volts d.c. at 235 ma.
Heater 6.3 volts a.c. at 5 amperes

One power supply will handle both the
90801 Transmitter and the MILLEN 90831
Modulator.

F. MILLEN 90201 Low Voltage Supply
250 volts d.c. at 115 ma.
105 volts d.c. at 35 ma. regulated
Minus 105 volts d.c. at 4 ma.
6.3 volts a.c. at 4.2 amperes

One 90201 Low Voltage Power Supply will
supply the low voltage for both the 90801
Transmitter and the 90831 Modulator.




3. TERMINALS

On the rear panel of the 90801 Exciter-
Transmitter are two terminal strips on which
are brought out many of the d.c. points in the
circuit. These many points are brought out
to allow the Exciter-Transmitter to meet as
many varied applications as possible. The
lower terminal strip from left to right is:

GND Ground, one side of the heater vol-
tage, positive side of protective bias,
negative side of high voltage power
supply and the negative side of the
low voltage power supply. Since the
lead connected to this terminal car-
ries the heater current it should be a
No. 18 wire or larger,

C— Grid return of the 6146 for protective
bias. This terminal is normally
grounded by a jumper. However, this
point of the circuit is brought out so
that external bias may be applied to
the 6146 when the Exciter-Transmit-
ter is excited by an external VFO
which is keyed.

6.3 V. 6.3 volts a.c. at 2 amperes. This
supply lead should be No. 18 wire or
larger,

1. This terminal connects to an internal
series resistor to supply low voltage
for the 5763 oscillator-frequency mul-
tiplier from the high voltage supply
when the transmitter is not keyed.
Jump this terminal to plus LV ter-

minal -when no low voltage supply is
used( £ XC / J& C"'SG_ )’YLQ})
+LV This is low voltage supply for’the

5763. Connect to this terminal plus
250 to 300 volts d.c. at 18 to 20 ma.

-+HV High Voltage for 6146 plate.

Upper terminal strip reading from left to right:
2. b5763 Grid Bias. This is the grid re-
turn lead of the 5763 oscillator/mul-
tiplier and is normally jumped to GND.
Protective bias may be inserted at

this point if desired.

3. Screen Resistor. This terminal con-
nects to an internal series sereen resis-
tor in the 6146 circuit. This ter-
minal should be connected to terminal
4 when the 6146 is amplitude modu-
lated. Normally, terminal 3 will be
conne}z):ted to the external 'Phone-CW
switch.

4. Screen of 6146. Normally this ter-
minal is connected to the 'Phone-CW
switch so that for 'phone operation
terminals 3 and 4 are connected to-
gether and for CW operation the
screen is supplied through a series
dropping resistor from the low voltage
power supply.

5. 6146 Cathode and Key. This terminal
is brought out so that cathode modu-
lation may be used. Also this allows
the 5763 cathode to be keyed if desired.

6. 5763 Cathode, This terminal is nor-
mally jumped to GND but can be con-
nected to terminal 5 for keying the
entire exciter-transmitter.

GND Another ground terminal for con-
venience.

4. INSTALLATION

A. 5763 oscillator-frequency multiplier tube
may be installed in its socket through the hole
covered by the large plug button on the rear
of the transmitter. To install the 6146 tube
it is necessary to remove the large section of
the transmitter base plate. After the 6146 has
been installed in its socket the base plate should
be replaced using all the screws, This shield-
ing is essential for TVI reduction. Do not tam-
per with the coil spacing or the neutralization.
The lead dress and the neutralization have been
fixed at the factory and normally will require
no change.

B. Connect a 50 to 75 ohm flat antenna trans-
mission line to the RF output jack. If the an-
tenna transmission line is not a low impedance
flat line, connect the RF output jack to the low
impedance input of the external antenna match-
ing and loading device. If a low-pass filter is

used, it should be connected to the transmitter
as near the r.f, output jack as possible.

C. ’Phone and CW Operation
GND Terminals

Connect B— of high voltage power
supply, B— of low voltage power sup-
ply, and one side of the 6.3 volt a.c.
heater supply. Use a No. 18 wire or
larger wire.

C— Connect with a jumper to GND

6.3 V — 6.3 volt heater voltage. Use a
No. 18 wire or larger wire.

1. No Connection

+LV Connect to a low voltage power
supply of 250 to 300 volts d.c.



+HV Connect this terminal to the out-
put of the modulator using a well in-
sulated lead. This lead should be in-
sulated for at least 1200 volts. The
positive high voltage will be supplied
to this lead through the modulator
secondary winding or through the
"Phone-CW switch.

Connect this terminal to GND.

Connect to the ’Phone-CW switch so
that this terminal will be connected
to terminal 4 for 'phone operation and
disconnected for CW.

4. Connect this terminal to the 'Phone-CW
switch so that for ’Phone operation it
will be connected to terminal 3 and
for CW operation it will be connected
to -}-250 volts through a 4700 ohm
1 watt series dropping resistor,

5. Connect to terminal 6. |
6. Connect to terminal 5. }

When the MILLEN 90831 Modu-
lator is used with this exciter-trans-
mitter, terminal 3 on the transmitter
should be connected to terminal 3 on
the modulator and terminal 4 on the
transmitter should be connected to
terminal 4 on the modulator thus en-
abling the 'Phone-CW switch in the
modulator to make the necessary
changes in the transmitter screen cir-
cuit.

Connect togelher
with a jumper

D. ’Phone Operation Exclusively

Terminal connections should be made as
described in “C” above for 'Phone-CW
operation with the following simplifica-
tions:

Terminal 3 should be jumped to terminal
4 directly

No connection is required to terminal 5
Terminal 6 should be connected to GND

In some cases it may be desirable to supply
the low voltage for the 5763 from an 8500 ohm
series resistor connected to the high voltage
supply. CAUTION. If the key circuit should
be opened when a series resistor is used, the
full high voltage will be applied to the 5763 thus
damaging the 5763 tube and exceeding the vol-
tage rating of the by-pass capacitors in the 5763
circuit. Also the high voltage will appear on
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the screen of the 6146 thus exceeding the vol-
tage rating of the by-pass capacitors in the
screen circuit,

‘E. CW Operation Exclusively.

The terminals should be connected as de-
scribed in “C” above with the following simpli-
fications:

No connection to terminal 3.

Terminal 4 connected to --250 volts
through 4700 ohms 1 watt series re-
sistor,

When the MILLEN 90201 Low Voltage
Power Supply is used, the 4700 ohm resistor
may be connected between terminals 6 and 8
on the power supply and terminal 8 on the
power supply should be connected to terminal 4
on the Exciter/Transmitter.

F. Unkeyed Exciter.

The terminals should be connected as de-
scribed in “D” above except that the +HV
terminal can be connected directly to the high
voltage supply.

G. Keyed External VFO.

If it is necessary to key only the external
VFO, protective bias will be required for the
6146 tube, Approximately 67 1/2 volts is re-
quired to limit the 6146 plate current when ex-
citation is removed. This bias may be obtained
from external batteries or from the bias ter-
minals in the MILLEN 90201 supply. The
5763 may use an external bias of 22 1/2 volts.
However, if the low voltage does not exceed 250
volts, the 5763 plate dissipation rating is not
exceeded even though no external protective
bias is provided when excitation is removed.
On the rear panel is a switch to convert the
5763 from an oscillator to a frequency multi-
plier when external VFO excitation is used.
CAUTION. Do not operate the XTAL/VFO
switch when voltage is applied.

H. Use of High Frequency Crystals.

The crystal oscillator in the 90801 Exciter-
Transmitter is designed to use the modern
rather delicate overtone crystals as well as
standard 4 and 7 me. crystals. C2 is a small
trimmer condenser used to adjust overtone
crystals for maximum output, C2 is available
through the plug button on the bottom plate of
the transmitter.
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7.

9.

10.
11,

12,

13.
14,

15.

5. TUNING

Set TUNE/TRANS switch to TUNE.

Set XTAL/VFO switch on rear panel
for desired operation.

Plug in crystal or VFO.

Set meter switch to G. In this
position the meter reads grid current
and full scale deflection is 10 ma.

Set the OSC/BUF switch to desired
transmitter output frequency.

Set the OSC/BUF tuning condenser
to thle approximate calibration on the
panel.

Set the AMPLIFIER tuning conden-
ser to the approximate calibration.

Set the amplifier output bandswitch
to the desired frequency band.

Set the coupling condenser exactly at
minimum coupling. This also corres-
ponds to minimum capacity in the
antenna loading circuit.

Apply heater voltage.

Connect the RF load to the RF output
connecter on the rear of the trans-
mitter.

After the heaters have been allowed
to warm, apply reduced high voltage.
When the MILLEN 90281 High Vol-
tage Power Supply is used, set the
HIGH-LOW switch on the rear of
the power supply to low and set the
HIGH-LOW slider to low before apply-
ing power.

Apply low voltage.

Tune the OSC/BUF condenser for
maximum grid current and then re-
duce the grid current to 3 ma. by de-
tuning. Leaving the oscillator fre-
quency-multiplier detuned will cause
no harm, however, grid current to
to 6146 in excess of 3 ma, will cause
excessive screen current, reduced out-
put, and will cause the maximum out-
put to occur at a tuning point differ-
ent from the minimum plate current
tuning point. Therefore, the grid
current should always be reduced to
3 ma. by detuning the 5763 or reduc-
ing input from VFO.

Change the meter switch to “P”, In
this position the meter reads 6146
plate current. With the TUNE/-
TRANS switch in the TUNE position
izhis current reading should be quite
ow.

4-

16.

17

18,

19.

20,

21,
22,

230
24,

25.

26.

Tune the AMPLIFIER slowly, watch-
ing the meter for a sharp dip.

Switch the TUNE/TRANS switch to
TRANS.

Tune the AMPLIFIER condenser for
a minimum plate current.

Turn the COUPLING control slightly
clockwise, thus increasing the plate
current to some point between 20 and
120 ma.

Tune the AMPLIFIER for minimum
plate current. Repeat 18 and 19 un-
til the plate current is the desired
loaded current. For CW operation
this current may be any value from
100 to 150 ma. However, at the
higher voltage the plate current in
amperes times the plate voltage as
indicated when the switch is in the
VM position should not exceed 90
watts. For ’phone operation the
loaded plate current should be set
very close to 113 ma.

Remove high and low voltages.

Increase plate voltage to the desired
operating voltage.

Apply power.

Readjust coupling to the desired plate
current.

Set meter switch to S. G. In this
position the meter reads the screen
grid current of the 6146 and the full
scale meter defiection is 20 ma. The
screen current should not exceed 15
ma. In normal operation the screen
current will not exceed 12 ma. and
will often run between 8 and 11 ma.
The screen current is the most sensi-
tive indication in the entire trans-
mitter as a change in screen current
results from a change in grid exci-
tation or heating of the 6146 plate
or any other change which indicates
improper operation.

Set the switch to G and readjust the
OSC/BUF to 3 ma. grid current as
in “14” above, The transmitter is
now completely tuned and should
operate satisfactorily. This tuning
procedure is considerably more diffi-
cult to describe than to perform. It
will be noted that this transmitter is
particularly easy to tune and load.






